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Topaz
1.5 kW Digital Hair Dryer

Designed for hotels and similar light commercial applications. 
Not suitable for heavy usage applications such as public 
swimming baths and sports facilities.

Usage

Features and Benefits

•  Automatic hair dryer switching 
on when the handgrip is removed 
from the holder

•  Ideal for hotel room en-suites 
where vandalism is unlikely

•  Five selectable heat settings, 
60°C default air temperature

 Constant temperature between   
 40°C and 80°C
• LCD display screen
• Extendable hose (up to 1.5m)
• Incorporates shaver socket
• IP24 splashproof
• Wall mounted 

Power
(kW)

FinishProduct Code Heat Settings Air Volume
(m3/h)

White 1.5HD15015 5 87
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Outer Casing
White ABS

Operation
The hair dryer will start 
automatically when the nozzle
is removed from the base and 
stop when it is replaced.

Controls
Temperature display (°C)
with default setting 60°C.

+/- controls allow the user 
to change the temperature.

Unit automatically shuts off  
if left unattended.

Current
6.5 amps

Air Speed
17  m/s

Safety
Overheat temperature protection.

Safety timer prevents continuous 
running (18 minutes).

IP Rating
IP24

Installation
Supplied with fixing brackets
which must be used.

Site according to the IP rating.

Electrical Connection
Installation must comply 
with current IEE regulations.

The product should be connected 
to the fixed wiring of the property 
via a double pole fused spur
with a minimum break capacity
of 13 amps.

Cable pre-wired (1.25m), entry
in the middle of the base
of the unit.

Approvals
CE

Standard Warranty
1 year parts or 
replacement warranty.

Width
(mm)

Height
(mm)

Product Code Depth
(mm)

Weight
(kg)

270

580

205

205

Excluding Hose

Including Hose

110

110

2.3

2.3
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