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In the U.S.A.: BOBRICK WASHROOM EQUIPMENT, INC.

In Canada: BOBRICK WASHROOM EQUIPMENT COMPANY

INSTRUCTIONS FOR INSTALLATION AND MAINTENANCE
Bobrick ConturaSeries® Model B-4063 Recessed Soap Dispenser

INSTALLATION:

MAINTENANCE:

Corrosion-resistant valve dispenses commercially marketed all-purpose 
hand soaps.

Never use abrasive cleaners.

Never use abrasive cleaners.
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VALVE REPLACEMENT INSTRUCTIONS

TO REMOVE VALVE:

TO INSTALL VALVE:

REFILL-INDICATOR WINDOW REPLACEMENT INSTRUCTIONS :

INSTRUCTIONS FOR INSTALLATION AND MAINTENANCE
Bobrick ConturaSeries® Model B-4063 Recessed Soap Dispenser

PART NAME  PART NO.

REPLACEMENT PARTS LIST

Plastic Tabs
to be Cut Off

Flush with this Surface

Plastic Tab (2)

Flat Rubber Washer
(moved back to

expose plastic tabs)

Latch Angle

Mounting Box

4063-83

4063-181

BobKey Slot

Angle Brackets

4112-79
305-127

4112-19

4063-48

Drawer Stops

24-17

Mounting
Screws (4)
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